LUDOWICI INTERLOCKING SHINGLE TILES 



Ludowici Roofing Tiles and Ludowici Tile Slabs are made 
from fine shales. 

Over fifty years experience has enabled Ludowici to de- 
velop tiles of quality and beauty, in a wide variety of 
patterns, soft rich colors and non-reflecting textures. 
Authentic designs meet all architectural requirements. 



Glazes full and dull are produced in many colors. Per- 
sonal tastes can be met. 

Ludowici Interlocking Tiles are easily laid up units, side 
and top locked, nailed direct to roof base. They are 
sturdily designed, rugged in appearance yet light in 
weight and reasonable in cost. 





WILLIAMSBURG 

Average 225 pieces per square. 
Exposure— 8" by 8". 
Weight — 800 lbs. per square. 
Surface — Rough-combed texture. 
Standard colors — Grays and greens. 



LIGHT WEIGHT 

Average 173 pieces per square. 
Exposure— 77/8" by 10%", 
Weight — 770 lbs. per square. 
Surface — Smooth or vi^eathered texture. 
Colors — Blacks, browns, greens, reds. 




All weights shown are approximate net 
weights of field tile on roof. They are not 
shipping weights. Exposures and pieces per 
square vary according to shade. 



TILE STONES 

Average 225 pieces per square. 
Exposure— 8" by 8". 
Weight — 800 lbs. per square. 
Surface — Stone-like texture. 
Standard colors — Grays and greens. 

DETAILS SCALE li/z'' PER FOOT 



EARLY AMERICAN 

Average 173 pieces per square. 
Exposure— 77/8" by 103^'^ 
Weight — 770 lbs. per square. 
Surface — Weatherbeaten wood texture. 
Standard colors — Grays and greens. 





SECTION THROUGH GABLE 



CIRCULAR COVER HIP 



NO. 118 HIP 






SECTION THROUGH EAVE CIRCULAR COVER RIDGE NO. 211 RIDGE 



LUDOWICI TILE SHINGLES 

Tile is a perfect roof. Variety in color and surface textures 
make Ludowici Tiles adaptable to any natural setting and 
any type of architecture. They afford exceptional protec- 
tion against fire and the elements. 



Properly applied, their first cost is their only cost. No 
heavier under construction is necessary than is required 
for a well built roof. 

Samples and applicable specifications on request. 
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PROVINCIAL 

Average 295 pieces per square. 

Exposure— 71/2" by 6I/2". 

Weight — 1540 lbs. per square. 

Surface — Fine scored or weathered texture. 

Colors — Blacks, browns, greens, reds. 



GEORGIAN 

Average 277 pieces per square. 
Exposure— 5", 7" or 8" by 6I/2". 
Weight — 1425 lbs. per square. 
Surface — Rough-combed texture. 
Standard colors — Grays and greens. 




COLONIAL 

Average 306 pieces per square. 
Exposure— 7" by 61/2". 
Weight — 1650 lbs. per square. 
Surface — Weatherbeaten wood texture. 
Standard colors — Grays and greens. 



NORMAN 

Average 410, 343 or 317 pieces per square. 
Exposure— 7" by 5", 6" or 6V2". 
Weight — 1400 to 1930 lbs. per square. 
Surface — Pitted and weathered. 
Colors — Greens, grays, browns, blacks. 






DETAILS SCALE IVa" PER FOOT 





HEADER COURSE HIP 
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HEADER COURSE RIDGE 



NO. 111 RIDGE 



SECTION THROUGH EAVE 



LudowfCf Roofing fiTes Mi^jfe From Hard Burned Shale 



Ludowici tiles of varied shapes and surfaces 
reproduce with great fidelity the rugged 
charm of French and English countryside 
roofs, of old Spanish and Italian villas, and 
tile roofs of the Northern countries. 

Authentic units of design are provided not 
only for European and Classical reproduc- 
tions, but also to faithfully reproduce our 
own Colonial roofs, which were covered with 
hand split wood shingles. 



PATTERN 


EXPOSURE 


WEIGHT 


Spanish 


8y4"x 10V4" 


900 lbs. 


French 


8y8"x 131/4" 


900 lbs. 


Greek 


12" O.C. X 10" 


1350 lbs. 


Greek 


19" O.C. X 15" 


1430 lbs. 


Roman 


12" O.C. X 10" 


1250 lbs. 


Roman 


19" O.C. X 15" 


1440 lbs. 


Cubano Tapered Mission 


111/4" O.Cx 15"^'^ 


1330 lbs. 


Straight Barrel Mission 


111/2" O.C. X ni/4" 


1250 lbs. 


Straight Barrel Mission 


111/2 " O.C. X 15" 


1220 lbs. 


'•'When used with 18" Straight Barrel Mission pans. 
All weights shown are approximate net weights of field 
tile on roof. They are not shipping weights. Exposures 
and pieces per square vary according to shode. 



.udowici Tile Slabs 

Hard burned, smooth surfaced, acid resist- 
ant and of proven durability, Ludowici Tile 
Slabs fulfill many requirements. Builders use 
them for promenades, terraces, walks, floors, 
porches, pools, tanks and various industrial 
needs. Extruded under heavy pressure and 
accurately cut, the acceptance of this product 
illustrates the advances made in the brick- 
makers art. Made in natural Red shades. 



4x4x3/4 




6x6x3/4 


8.6 


6x9x3^ 


9.5 


6x6x1 


11.0 


6x9x1 


10.8 *' 


9x9x1 


11.1 


4x8x13/8 


17.6 
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SQUARE TOP COVE BASE AND ANGLES 
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SQUARE OUT 
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BULL NOSE TILE SLABS 
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ROUND OUT 
CORNER 
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Ludowici tiles of varied shapes and surfaces 
reproduce with great fidelity the rugged 
charm of French and English countryside 
roofs, of old Spanish and Italian villas, and 
tile roofs of the Northern countries. 

Authentic units of design are provided not 
only for European and Classical reproduc- 
tions, but also to faithfully reproduce our 
own Colonial roofs, which were covered with 
hand sj 
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